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Full-scale automobile testing was conducted on your company’s ULTRA Panel. Two examples.
each with a warning light affixed, were tested in tandem, one head-on and the next at 90
degrees, as called for in our guidance memoranda. There was only minor cosmetic damage to
the automobile and no contact with the windshield. There was no occupant compartment
intrusion or deformation observed, nor did any test article debris show potential for penetrating
the occupant compartment. The results of this testing met the FHWA requirements and,
therefore, the ULTRA Panel, with or without warning light, and other vertical panels in the
same family of hardware, are acceptable for use on the National Highway System under the
range of conditions tested, when proposed by a State.

Our acceptance is limited to the crashworthiness characteristics of the device and does not cover
its structural features, nor conformity with the Manual on Uniform Traffic Control Devices.
Presumably, you will supply potential users with sufficient information on design and installation
requirements to ensure proper performance. We anticipate that the States will require
certification from Bent Manufacturing that the hardware furnished has essentially the same
chemistry, mechanical properties, and geometry as that submitted for acceptance. To prevent
misunderstanding by others, this letter of acceptance, designated as number WZ-16, shall not be
reproduced except in full.

The ULTRA Panel is a proprietary product. The use of proprietary work zone traffic control
devices in Federal-aid projects is generally of a temporary nature. They are selected by the
contractor for use as needed and removed upon completion of the project. Under such
conditions they can be presumed to meet requirement “a” given below for the use of proprietary
products on Federal-aid projects. On the other hand, if proprietary devices are specified for use
on Federal-aid projects, except exempt, non-NHS projects, they: (a) must be supplied through
competitive bidding with equally suitable unpatented items; (b) the highway agency must certify
that they are essential for synchronization with existing highway facilities or that no equally
suitable alternative exists or; (c) they must be used for research or for a distinctive type of
construction on relatively short sections of road for experimental purposes. Our regulations
concerning proprietary products are contained in Title 23, Code of Federal Regulations, Section
635.411, a copy of which is enclosed.

Sincerely yours,

Lo, 1 € o

Dwight A. Horne
Director, Office of Highway Safety Infrastructure

Enclosure
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ULTRA PANEL
[ 3 STACKABLE VERTICAL PANEL and BASE
\ MATERIAL: PANEL - Low Density Polyethylene

BASE - Molded new and recyeled rubber blend

WEIGHT: PANEL BODY - 4 lbs. (LDPE)
BASE -301b.

HEIGHT: Base of panel body to top of sheeting - 39” (meets Fed. M.U.T.C.D.
VI, Section 6F-5d.)
Base of panel body to top of device — 43 1/8” (43.125")
Rubber Base - 28" x20” x 1 %"

COLOR: PANEL - Cad. Orange or White
BASE - Black

43.13 REFLECTIVITY: H.L/E.GJS.E.G. Pre-Striped, Barricade type
REFLECTIVE
SHEETING SIZE: 8" x 24"; 8" x 347; 87 x 367
l LIGHT
BRACKETS: 1 ea. (Molded in panel handle)
SPECIAL FEATURES:  Enlarged arch carry handle allows gloved workers easy,

SIONS:

comfortable and secure grip
High gravity molded rubber base hugs the road

Recessed reflective sheeting area, maximum width 8” x 36",
Accommodates USA M.U.T.C.D. minimum of 270 square
inches of retro reflective area facing traffic on expressways,
freeways, or other high-speed roadways

Molded light mount is designed for standard size light bolt and
cup washers

DETAILED DIMEN-

On specification sheet
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§63541

Administravor. A request must be sub-
mitted sufficiently in advance of the
need for the waiver in order to allow
time for proper review and action on
the request. The RFHWA will have ap-
proval authority on the request.

(3) Requests for waivers may be made
for specific projects, or for certain ma-
terials or products in specific geo-
graphic areas, or for combinations of
both, depending on the circumstances.

(4) The denial of the request by the
RFHWA may be appealed by the State
to the Federal Highway Administrator
(Administrator), whose action on the
request shall be considered administra-
tively final.

(5) A request for a walver which in-
volves nationwide public interest or
availability issues or more than one
FHWA region may be submitted by the
RFHWA to the Administrator for ac-
tion.

(6) A request for waiver and an appeal
from a denial of a request must include
facts and justification to support the
granting of the waiver. The FHWA re-
sponse to a request or appeal will be in
writing and made available to the pub-
lic upon request. Any request for a na-
tionwide waiver and FHWA'’s action on
such a request may be published in the
FEDERAL REGISTER for public comment.

(7) In determining whether the waiv-
ers described in paragraph (¢)(1) of this
section will be granted, the FHWA will
consider all appropriate factors includ-
ing, but not limited to, cost, adminis-
trative burden, and delay that wouid be
imposed if the provision were not
waived.

(d) Standard State and Federal-aid
contract procedures may be used to as-
sure compliance with the gequirements
of this section. )

{48 FR 53104, Nov. 25, 1983, as amended at 49
FR 18821, May 3, 1984; 58 FR 38975, July 21,
1993)

EDITORIAL NOTE: For a waiver document
affecting §635.410, see 60 FR 15378. Mar. 24,
1995.

§635.411 Material or product selec-
tion. ‘

(a) Federal funds shall not partici-
pate, directly or indirectly, in payment
for any premium or royalty on any pat-
ented or proprietary material, speci-
fication, or process specifically set

23 CFR Ch. | (4-1-98 Editio

forth in the plans and specifications for
a project, unless:

(1) Such patented or proprietary item
is purchased or obtained through com-
petitive bidding with equally suitable
unpatented items; or

(2) The State highway agency cer-
tifies either that such patented or pro-
prietary item is essential for synchro-
nization with existing highway facili-
ties, or that no equally suitable alter-
nate exists; or

(3) Such patented or proprietary item
is used for research or for a distinctive
type of construction on relatively
short sections of road for experimental
purposes.

(b) When there is available for pur-
chase more than one nonpatented, non-
proprietary material, semifinished or
finished article or product that will
fulfill the requirements for an item of
work of a project and these available
materials or products are judged to be
of satisfactory quality and equally ac-
ceptable on the basis of engineering
analysis and the anticipated prices for
the related item(s) of work are esti-
mated to be approximately the same,
the PS&E for the project shall either
contain or include by reference the
specifications for each such material or
product that is considered acceptable
for incorporation in the work. If the
State highway agency wishes to sub-
stitute some other acceptable material
or product for the material or product
designated by the successful bidder or
bid as the lowest alternate, and such
substitution results in an increase in
costs, there will not be Federal-aid par-
ticipation in any increase in costs.

(c) A State highway agency may re-
quire a specific material or product
when there are other acceptable mate-
rials and products, when such specific
choice 18 approved by the Division Ad-
ministrator as being in the public in-
terest. When the Division Administra-
tor’s approval is not obtained, the item
will be nonparticipating unless bidding
procedures are used that establish the
unit price of each acceptable alter-
native. In this case Federal-aid partici-
pation will be based on the lowest price
80 established.

(d) Appendix A sets forth the FHWA
requirements regarding (1) the speci-
fication of alternative types of culvert
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pipes, and (2) the number and types of
such alternatives which must be set
forth in the specifications for various
types of drainage installations.

(e) Reference in specifications and on
plans to single trade name materials
will not be approved on Federal-aid
contracts.

$635.413 Warranty clauses.

The SHA may include warranty pro-
visions in National Highway System
(NHS) construction contracts in ac-
cordance with the following:

(a) Warranty provisions shall be for a
specific construction product or fea-
ture. Items of maintenance not eligible
for Federal participation shall not be
covered.

(b) All warranty requirements and
subsequent revisions shall be submit-
ted to the Division Administrator for
advance approval.

(c) No warranty requirement shall be
approved which, in the judgment of the
Division Administrator, may place an
undue obligation on the contractor for
items over which the contractor has no
control.

(d) A SHA may follow its own proce-
dures regarding the inclusion of war-

§63!

ranty provisions in non-NHS Fed
aid contracts.

(60 FR 44274, Aug. 25, 1995}

§6385.417 Convict produced materi

(a) Materials produced after Ju
1991, by convict labor may only b
corporated in a Federal-aid hig}
construction project if such mate
have been:

(1) Produced by convicts who ar
parole, supervised release, or probs
from a prison or

(2) Produced in a qualified priso
cility and the cumulative annual
duction amount of such materiali
use in Federal-ald highway consi
tion does not exceed the amoun
such materials produced in such f
ity for use in Federal-aid highway
struction during the 12-month pe
ending July 1, 1987.

(b) Qualified prison facility means
prison facility in which convicts,
ing the 12-month period ending Ju
1987, produced materials for use in
eral-ald highway construction proj

(53 FR 1923, Jan. 25, 1988, as amended
FR 38975, July 21, 1993]

APPENDIX A TO SUBPART D—SUMMARY OF ACCEPTABLE CRITERIA FOR SPECIFYING TYPES C
CULVERT PIPES

Alternatives required AASHTO des-
Type of drainage install ignations to be in- Application Remark
tion Yes No Number c'"“xam:'s'""" o
Cross diains under high- | .............. X v Statewid Any AASHTO-
type pavement.! proved mate
Other cross-drain installa- | X ......... | coveunnnnn, 3 minimum | M-170 and M~ | ...... L. | S Do.2
tons. 180.
Side-drain installations ... ] X ... | ccoovccveeens [ e do ... M=38 ....occnnicncnns | veonnd do Do.2
Special installation condi- Individuai insta, Specified to m
tons, tion. special conc
- . tions.
P drainage sy ) G ... dO Specified to m
{storm sewers, inverted site require-
siphons, etc.). ments.

! High-type pavement is generally described as FHWA construction type
ectively shown in the right-hand columns of

adam segments, resp

codes |, J, K, L, and plant mix and ation
codes G and H having a combined thickness of s

and base of 7 in or more (or equivalent) or that are constructed on rigid bases.
2Types not included in currently :ﬁe\r&ved AASHTO specifications may be specified if recommended by the State with

quate justification and approved by

Subpart E—Interstate
Maintenance Guidelines

SOURCE: 45 FR 20793, Mar. 31, 1980, unless
otherwise noted.

§835.501 Purpose.

To prescribe Interstate maintena
guidelines and establish the policy
procedures to insure that the condit
of Interstate routes is maintained
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